Bollard lighting is one of the most important options in all outdoor and landscape design to make it attractive. We have a wide range of lights available for landscape lighting as they are offered in a variety of styles, colors, and materials. These lights are mainly being used to create an attractive ambient to your home, improve your property security by increasing visibility.
7W L-SHAPE LED BOLLARD LIGHT
P/N: LU007BLIT-LS01

BENEFITS:
1. Anti-corrosion powder coated body finish.
2. Easy to install having a bracket for floor mounting.
3. Glare free luminaire.
4. Uniform illumination on ground surface.
5. Suitable for illuminating path and entrance areas.
6. 3 years warranty

ELECTRICAL FEATURES
- COB, CREE
- 560lm warm white output
- 7W power consumption
- 190-240V AC, 50-60Hz power supply
- 130° beam angle
- Life time Hours >50000
- CRI: >80
- Power factor: 0.89

MECHANICAL FEATURES
- Ground mounted installation
- Textured dark grey body finish
- Die casting aluminum body material
- Tempered glass diffuser
- Die casting aluminum bracket
- Weight 2.1kg

Available Color Temperature
- 2700
- 3000
- 4000
- 5000
10W LED BOLLARD LIGHT
P/N: LU010BLGS-CL01

BENEFITS:
1. Anti-corrosion powder coated body finish.
2. Having a bracket for easy installation on hardscape floors.
3. Versatile design for outdoor lighting applications.
4. Suitable for garden and pathway.
5. Uniform light effect.
6. 3 years warranty

ELECTRICAL FEATURES
- SMD, CREE
- 800lm warm white output
- 10W power consumption
- 190-240V AC, 50-60Hz power supply
- 360° beam angle
- Life time Hours >50000
- CRI: >80

MECHANICAL FEATURES
- Ground mounted installation
- Textured Grey body finish
- Die casting aluminum bracket material
- Frosted acrylic diffuser
- Die casting aluminum body material
- Weight 2.8kg

Available Color Temperature
- 2700
- 3000
- 4000
- 5000
BENEFITS:
1. Anti-corrosion powder coated body finish.
2. Having a bracket for easy installation on hardscape floors.
3. Versatile design for outdoor lighting applications.
4. Suitable for garden and pathway.
5. Included a mounting plate to be installed onto a foundation.
6. 3 years warranty

ELECTRICAL FEATURES
• SMD, CREE
• 800lm warm white output
• 10W power consumption
• 190-240V AC, 50-60Hz power supply
• 360° beam angle
• Life time Hours >50000
• CRI: >80
• Power factor 0.95

MECHANICAL FEATURES
• Ground mounted installation
• Textured Grey body finish
• Die-casting Aluminum bracket material
• Opal acrylic diffuser
• Die-casting aluminum body material
• Weight 2.5kg

Available Color Temperature
- 2700
- 3000
- 4000
- 5000
11W L-SHAPE LED BOLLARD LIGHT
P/N: LU011BLIT-LS01

BENEFITS:
1. Anti-corrosion powder coated body finish.
2. Very versatile luminaire for outdoor lighting applications.
3. Glare free luminaire.
4. Uniform illumination on ground surface.
5. Suitable to be used in pathway and entrance areas.
6. 3 years warranty

ELECTRICAL FEATURES
• COB, CREE
• 880lm warm white output
• 11W power consumption
• 190-240V AC, 50-60Hz power supply
• 130° beam angle
• Life time Hours 50000
• CRI: >80
• Power factor: 0.95

MECHANICAL FEATURES
• Ground mounted installation
• Textured dark grey body finish
• Die casting aluminum bracket material
• Tempered glass diffuser
• Die casting aluminum body material
• Weight 2.1kg

Available Color Temperature
2700 3000 4000 5000
15W LED BOLLARD LIGHT
P/N: LU015BLIT-SQ02

BENEFITS:
1. Anti-corrosion powder coated body finish.
2. Very versatile luminaire for outdoor lighting applications.
3. Easy to install.
4. Bracket included.
5. 3 years warranty.

ELECTRICAL FEATURES
• SMD, CREE
• 1200lm warm white output
• 15W power consumption
• 190-240V AC, 50-60Hz power supply
• 360° beam angle
• Life time Hours 50000
• CRI: >80
• Power factor: 0.96

Available Color Temperature

- 2700
- 3000
- 4000
- 5000

MECHANICAL FEATURES
• Ground mounted installation
• Textured dark grey body finish
• Die casting aluminum body
• Opal acrylic diffuser
• Die casting aluminum body material
• Weight 1.5kg
15W LED BOLLARD LIGHT
P/N: LU015BLIT-SQ01

**ELECTRICAL FEATURES**
- SMD, CREE
- 1200lm warm white output
- 15W power consumption
- 190-240V AC, 50-60Hz power supply
- 360° beam angle
- Lifetime Hours >50000
- CRI: >80
- Power factor: 0.96

**MECHANICAL FEATURES**
- Ground mounted installation
- Textured Grey body finish
- Die casting aluminum bracket material
- Opal acrylic diffuser
- Die casting aluminum body material
- Weight 2.5kg

**AVAILABLE COLOR TEMPERATURE**
- 2700
- 3000
- 4000
- 5000

**BENEFITS:**
1. Anti-corrosion powder coated body finish.
2. Very versatile luminaire for outdoor lighting applications.
3. Suitable for garden and pathway.
4. Square layout of luminaire.
5. Easy Installation.
6. 3 years warranty.
**8W LED BOLLARD LIGHT**  
P/N: LU008BLIT-SL01

**BENEFITS:**  
1. Anti-corrosion powder coated body finish.  
2. Having a bracket for easy installation on hardscape floors.  
3. Versatile design for outdoor lighting applications.  
4. 3 years warranty

**ELECTRICAL FEATURES**  
- SMD, CREE  
- 720lm warm white output  
- 8W power consumption  
- 100-240V AC, 50-60Hz power supply  
- 360° beam angle  
- Life time Hours >50000  
- CRI: >80

**MECHANICAL FEATURES**  
- Ground mounted installation  
- Textured Grey finish  
- Die casting aluminum bracket material  
- Clear acrylic diffuser  
- Die casting aluminum body material  
- Weight 3.7kg

**Available Color Temperature**  
- 2700  
- 3000  
- 4000  
- 5000
16W LED BOLLARD LIGHT  
P/N: LU016BLIT-SL01

**BENEFITS:**
1. Anti-corrosion powder coated body finish.
2. Having a bracket for easy installation on hardscape floors.
3. Versatile design for outdoor lighting applications.
4. 3 years warranty

**ELECTRICAL FEATURES**
- SMD, CREE
- 1440lm warm white output
- 16W power consumption
- 100-240V AC, 50-60Hz power supply
- 360° beam angle
- Life time Hours >50000
- CRI: >80

**MECHANICAL FEATURES**
- Ground mounted installation
- Textured Grey body finish
- Die casting aluminum bracket material
- Clear acrylic diffuser
- Die casting aluminum body material
- Weight 5.3kg

Available Color Temperature:
- 2700
- 3000
- 4000
- 5000
15W STAINLESS STEEL BOLLARD LIGHT
P/N: LU015BLIT-CL01

BENEFITS:
1. Anti-corrosion 316 stainless steel body.
2. Easy installation by using a bracket on paving or concrete.
3. Versatile design for outdoor lighting applications.
4. 3 years warranty

ELECTRICAL FEATURES
- COB, CREE
- 1350lm warm white output
- 15W power consumption
- 100-240V AC, 50-60Hz power supply
- 360° beam angle
- Life time Hours >50000
- CRI: >80

MECHANICAL FEATURES
- Ground mounted installation
- Stainless Steel 316 finish
- Stainless Steel 316 bracket material
- Clear acrylic diffuser
- Stainless Steel 316 body material
- Weight 8.6kg

Available Color Temperature
- 2700
- 3000
- 4000
- 5000
**10W LED BOLLARD LIGHT**
P/N: LU10BLIT-SQ02

**BENEFITS:**
1. Anti-corrosion powder coated body finish.
2. Very versatile luminaire for outdoor lighting applications.
3. Suitable to be used in pathway or entrance areas.
4. Uniform illuminance on ground surface.
5. Easy Install.
6. 3 years warranty

**ELECTRICAL FEATURES**
- SMD, CREE
- 900lm warm white output
- 10W power consumption
- 100-260V AC, 50-60Hz power supply
- 360° beam angle
- Life time Hours >50000
- CRI: >80

**MECHANICAL FEATURES**
- Ground mounted installation
- Textured Grey body finish
- Die casting aluminum bracket material
- Tempered glass diffuser
- Die casting aluminum body material
- Weight 4.8kg

**Available Color Temperature**
- 2700
- 3000
- 4000
- 5000
12W STAINLESS STEEL BOLLARD LIGHT
P/N: LU012BLSS-CL01

BENEFITS:
1. Suitable for illuminating path and entrance areas.
2. Uniform illumination on ground surface.
3. Very versatile luminaire for outdoor lighting applications.
4. Glare free luminaire.
5. Easy to install.
6. 3 years warranty

ELECTRICAL FEATURES
• Samsung, SMD
• 1080lm warm white output
• 12W power consumption
• 100-260V AC, 50-60Hz power supply
• 360° beam angle
• Life time Hours >50000
• CRI: >80

MECHANICAL FEATURES
• Ground mounted installation
• Stainless Steel finish
• Stainless Steel 304 bracket material
• Clear acrylic diffuser
• Stainless Steel 304 body material
• Weight 1.125kg

Available Color Temperature
- 2700
- 3000
- 4000
- 5000
15W HEAVY DUTY BOLLARD LIGHT
P/N: LU015BLIT-CL02

**ELECTRICAL FEATURES**
- COB, CREE
- 1170lm warm white output
- 15W power consumption
- 100-260V AC, 50-60Hz power supply
- 270° beam angle
- Life time Hours >50000
- CRI: >80

**MECHANICAL FEATURES**
- Ground mounted installation
- Textured Grey body finish
- Die casting aluminum bracket material
- Frosted acrylic diffuser
- Die casting aluminum body material
- Weight 7.8kg

**AVAILABLE COLOR TEMPERATURE**
- 2700
- 3000
- 4000
- 5000

**BENEFITS:**
1. Anti-corrosion powder coated body finish.
2. Easy to install on concrete base.
3. Glare free luminaire.
4. Uniform illuminance on ground surface.
5. Suitable for illuminating path and paving areas.
6. 3 years warranty