A perfect and best way to frame your front door or garden area to create an inviting exterior, is to install LUMO outdoor wall lights. LUMO has a wide range of modern outdoor wall lights that can meet any type of outdoor wall lighting design. This variety of choices, including luminaries with weatherproof finishes, means you can get just the look you want for your outdoor wall lighting.
10W OUTDOOR DOWN LIGHT
P/N: LU010DL-R11

ELECTRICAL FEATURES
- COB, Cree
- 850lm warm white output
- 10W power consumption
- 220-240V AC, 50-60Hz
- TUV Certified Philips Driver
- 38° beam angle
- Life time Hours 40000
- Power factor 0.97
- CRI: >85

MECHANICAL FEATURES
- Wall mounted installation
- Aluminum extrude heat sink material
- Die casting aluminum body material
- Tempered glass diffuser
- Weight 1.2kg

BENEFITS:
1. Passive cooling technology with extrude aluminum heat sink for better heat dissipation.
2. Ideal for outdoor applications.
3. Weather resistant design.
4. 3 years warranty.

Available Color Temperature
- 2700
- 3000
- 4000
- 5000
ELECTRICAL FEATURES

- COB, CREE
- 1700lm warm white output
- 20W power consumption
- 220-240V AC, 50-60Hz
- TUV Certified Philips Driver
- 38° beam angle
- Life time Hours 40000
- Power factor 0.97
- CRI: >85

MECHANICAL FEATURES

- Wall mounted installation
- Aluminum extrude heat sink material
- Die casting aluminum body material
- Tempered glass diffuser
- Weight 2.0kg

AVAILABLE COLOR TEMPERATURE

- 2700
- 3000
- 4000
- 5000

BENEFITS:
1. Passive cooling technology with extrude aluminum heat sink for better heat dissipation.
2. Ideal for outdoor applications.
3. Weather resistant design.
4. 3 years warranty.
15W OUTDOOR WALL LIGHT
P/N: LU015WLIT-SQ01

BENEFITS:
1. Anti corrosion powder coated body finish.
2. Easy Installation on the walls, up right pillars and pergolas.
3. Ideal for outdoor applications.
4. 3 years warranty.

ELECTRICAL FEATURES
- SMD, CREE
- 1200lm warm white output
- 15W power consumption
- 220-240V AC, 50-60Hz
- 270° beam angle
- Life time Hours >50000
- CRI: >80
- Power factor: 0.97

MECHANICAL FEATURES
- Wall mounted installation
- Textured Grey body finish
- Die-casting aluminum bracket material
- Opal Acrylic diffuser
- Die-casting aluminum body material
- Weight 1.5kg

Available Color Temperature
- 2700
- 3000
- 4000
- 5000